Broadband Voice Adapter
With Router and 2 Phone Ports

 Help is there when you need it! O Turns Your Broadband Service into a Phone*
NETGEAR provides 24x7 NETGEAR’s TA612V Broadband Voice Adapter is the ideal Voice over IP (VoIP) terminal adapter
technical support* in English,
with selected local language
support during office hours.

delivering convergent voice services to the home networking environment. The TA612V’s
Netgear Intelligent Voice Provisioning Architecture (NIVPA) offers seamless interoperability to
many of the leading VoIP service providers giving users an excellent plug-and-play experience.

The TA612V features two phone ports for connection to existing analog phones and fax
machines. Its high performance voice DSP provides exceptional voice quality with adaptive
jitter buffer and long G.165/G.168 echo tail.

A WAN Ethernet port connects the TA612V to the Internet via a broadband modem (cable, DSL),
and a LAN Ethernet port is available to provide connectivity and router/firewall functionality for
sharing the Internet connection with your computers. The TA612V supports prioritized voice
traffic for optimum Quality of Service (QoS).

Simple and Convenient* © Make calls just the way you do today with your existing phone. Just plug in the TA612V to a broad-
band modem and phone, sign up for VoIP phone service, and start calling. It’s that easy!

Money Saving* O Reduce your phone bill with VoIP phone service that often are flat rate for unlimited local and long
distance calls. Make international calls at amazingly low rates too.

Loads of Call Features* © Caller ID, Call Waiting, Call Waiting Caller 1D, Call Return, Call Back on Busy, 3-Way Conference
Call, and Voice Mail just to name some of the available features.

It’s a Router and O Use the TA612V to conveniently connect your computers to the Internet. A true firewall secures
Firewall Too  your network against hackers: Stateful Packet Inspection (SPI) and Denial of Service (DoS) attack
prevention averts potential threats by scanning incoming traffic and Network Address Translation
(NAT) shields your network devices from intruders.

*Requires Voice over IP (VoIP) Phone Service, not included
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* Free basic installation support provided for
90 days from date of purchase. Advanced
product features and configurations are not
included in free basic installation support;
optional premium support available.
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« Voice and Fax Protocols and Codecs:
- Session Initiating Protocol - SIP v2
- G.711 u/A-law
- G.726 16/24/32/40-kbps
- G.729 A/B Voice Codecs

- G.711 PCM Fax By-Pass
- T.38 Fax Relay Protocols

< Routing Protocols:
- Static & Dynamic Routing with TCP/IP, NAT,
STUN, PPPoE, DHCP (client & server), NTP

= Application Support:
- Works with most Internet games and instant
messaging applications and applications that
support UPnP for automatic Internet access

= Routing Functions:

- Automatically detects and configures your ISP
type, Exposed Host (DMZ), MAC address
authentication, URL content filtering, logs and
e-mail alerts of Internet activity

= Firewall:
- Stateful Packet Inspection (SPI), DoS Attack
Detection/Logging, Dropped Packet Log,
Security Event Log, E-mail Log, Syslog

= Interface:
- Internet/WAN: 10/100 Mbps
(auto-sensing) Ethernet, RJ-45
- LAN: 10/100 Mbps
(auto-sensing) Ethernet, RJ-45
- Phone: 2 jacks, RJ-11

= Lighted Status Icon:
- Power, Test, Internet, Network,
Phone Line 1, Phone Line 2

= Power Adapter:
- 12 VDC, 1.2A; universal power adapter

= Environmental Specifications:
- Operating Temperature: 32 to 104° F
(0 to 40° C)
- Storage Temperature: -4 to 158° F (-20 to 70° C)
- Operating Relative Humidity: 90% noncondensing
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= Physical Specifications:
- Dimensions: 6.7 x 4.4 x 0.9 in. (171 x 113 x 22 mm)
- Weight: 0.7 Ib (0.3 kg)

= Warranty:
- NETGEAR 2-year warranty (see information enclosed)

- Broadband (cable, DSL) Internet service and modem
with Ethernet connection

- Voice over IP service for Internet telephony

- Regular analog touchtone telephone and fax (optional)

- CD-ROM drive

- Windows® 95, 98, Me, NT, 2000, XP and other
operating systems running a TCP/IP network

- Internet Explorer 6.0 or Netscape® 4.7 or higher

- Broadband Voice Adapter TA612V
- Resource CD

- Power adapter

- Ethernet cable

- Vertical stand

- Installation guide

- Warranty/Support information card

Routers
- WGT634U 108 Mbps Wireless Media Router
- WGT624 108 Mbps Wireless Firewall Router
- WGR614 54 Mbps Wireless Router
- DG834G 54 Mbps Wireless ADSL Firewall Router
- MR814 802.11b Wireless Router
- RP614 Web Safe Router
- DG834 ADSL Firewall Router



